
Assembly 
pastes

MoS2 Assembly 
Paste
OKS 200

Assembly lubrication for press-on processes •
Lubricant for difficult moulding processes  •

black
−35 °C to +450 °C

White Assembly 
Paste
OKS 260

 For sliding surfaces subjected to high pressures   •
at low speeds
Metal-free •

light-coloured
−25 °C to +150 °C

Screw  
pastes

Antiseize Paste
OKS 240 / OKS 241

Classic copper paste •
 For screw threaded connections subjected to high  •
temperatures and highly corrosive influences

copper-brown
−30 °C to +200 °C/+1,100 °C

White Allround 
Paste
OKS 250 / OKS 2501

Universal metal-free high-temperature paste •
 For screw threaded connections subjected to high  •
pressures and temperatures
Suitable for stainless-steel connections •

beige
−40 °C to +200 °C/+1,400 °C

Special 
pastes

Chuck Jaw Paste
OKS 265

For use at chucks on machine tools • light-coloured
−45 °C to +110 °C

Heat Sink Paste
OKS 1103

 For thermal coupling of electrical components   •
to cooling plates

Thermal conductivity:  
approx. 0.7 W/mK
white
−40 °C to +180 °C

Chain oils Chain Protector
OKS 340 / OKS 341

Highly adhesive lubricant for fast-running chains •
O-ring neutral •

Viscosity: 470 mm²/s
brownish-transparent
−30 °C to +180 °C

High-performance 
Lube Oil
OKS 670 / OKS 671

 For chains in dusty and humid environments,   •
e.g. on transport systems, packaging machines  
and automatic filling machines

Viscosity: 42 mm²/s
light-coloured
−30 °C to +80 °C

Multi oils Multi Oil
OKS 600 / OKS 601

Dismantling rusted-in parts  •
For cleaning and care of metal surfaces •
Protects electrical contacts •

Base oil viscosity: approx. 3 mm²/s
brownish transparent
−30 °C to +60 °C

Rust Remover  
with MoS2

OKS 611

 For destruction-free dismantling of seized or   •
rusted-in machine elements

grey
−30 °C to +50 °C

Maintenance Oil
OKS 640 / OKS 641

 For dismantling, lubrication and care of machine   •
elements and metal surfaces

Base oil viscosity: 3.5 mm²/s
yellowish
−50 °C to +80 °C

BIOlogic Multi Oil
OKS 8600 / OKS 8601

 Biodegradable multi oil for use in forestry,   •
agriculture and water management
VOC-free •

Viscosity: 35 – 40 mm²/s
yellowish-light brown
−5 °C to +160 °C

Special oils Cutting Oil  
for all Metals
OKS 390 / OKS 391

For machining work on all metals •
Allows high cutting speeds •
 Results in optimum cutting surfaces and extended  •
tool life

Viscosity: 20 mm²/s
yellowish

Silicone Oil
OKS 1000

 For use as lubricant and parting agents for plastics  •
and elastomers
Resin- and acid-free •

Viscosity: 50 – 5000 mm²/s
colourless
−55 °C to +200 °C

Adhesive Lubricant 
with PTFE
OKS 3750 / OKS 3751

High-quality lubricating oil on a synthetic oil basis •
 Resistant to steam, alkali and acid disinfectants   •
and cleaning agents

Viscosity: 110 mm²/s
whitish
−35 °C to +135 °C

Ball-Bearing  
greases

Ball-Bearing  
High-Performance 
Grease
OKS 402

 For roller and friction bearings, slideways and  •
spindles under normal loads

DN factor: 500,000 mm/min
NLGI grade: 2
−30 °C to +120 °C

Synthetic  
High-Temperature 
Grease
OKS 424

 For roller and friction bearings at high loads and  •
high temperatures

DN factor: 350.000 mm/min
NLGI grade: 1-2
−30 °C to +200 °C

Multi- 
purpose 
greases

MoS2 Multipurpose 
High-Performance 
Grease
OKS 400

 Universal high-pressure grease for heavily loaded  •
or impact-loaded machine elements

NLGI grade: 2
black
−30 °C to +120 °C

Chain Lubricant
OKS 450 / 451

 For machine elements under high pressures or  •
corrosive influences
Suitable for lubricating flexible drives  •

Baseoil viscosity: 300 mm²/s
brownish-transparent
−30 °C to +200 °C

Special  
greases

Fluid Grease  
for Gears
OKS 428

 For heavily loaded gearing exposed to weather  •
outdoors and/or low temperatures

NLGI grade: 00
brown
−30 °C to +120 °C

Open Gear Spray
OKS 491

 For dry lubrication of slowly-turning, open pinion  •
gears and steel cables subjected to high pres-
sures, dust or corrosive influences

black
−30 °C to +100 °C

Multi-Silicone  
Grease
OKS 1110 / OKS 1111

 Silicone grease for a broad range of applications  •
for fittings, seals and plastic parts
Resistant to media •

NLGI grade: 3
transparent
−40 °C to +200 °C

OKS PRODUCTS  
FOR MAINTENANCE SPECIALISTS

Corrosion 
protection

Protective Film  
for Metals
OKS 2100 / OKS 2101

 Temporary corrosion protection film for bare metals,   •
e.g. for storage and transportation of semi-finished  
products, forms, spare parts and machine (components)

 Salt spray test: 
>1,000 h at 50 µm
light-coloured
−40 °C to +70 °C

Water-based  
Corrosion Protection
OKS 2200

 VOC-free, temporary corrosion protection film   •
for bare metals, e.g. for storage and transportation of 
semi-finished products, spare parts, forms and machines
Can be removed with cleaners and warm water •

 Salt spray test:  
> 1,000 h at 30 µm
light-coloured
−40 °C to +70 °C

Zinc Coating
OKS 2511

 Cathodic corrosion protection based on highly pure zinc  •
powder for ferrous metals
For touching up galvanised surfaces •
 For use in steel construction work and in air conditioning  •
technology

 Salt spray test:  
700 h at 70 μm
zinc grey
to +400 °C

Alu-Metallic
OKS 2531

 Decorative corrosion protection based on aluminium   •
powder for metals and other solid materials
For touching up hot-galvanised surfaces •
Protects vehicle exhaust systems •

Salt spray test: 
> 600 h at 50 µm
aluminium-coloured
−30 °C to +400 °C

Mainte-
nance 
Products

Silicone Release 
Agent
OKS 1360 / OKS 1361

 Parting agent and lubricant for use in processing plastics •
For lubrication of cutting edges •
Can be used as a fitting aid for rubber profiles •
For care and impregnation of plastic surfaces •

colourless
−60 °C to +200 °C

Spatter Release
OKS 1600 / OKS 1601

 Environmentally friendly, silicone-free water-based   •
parting agent for arc and inert-gas arc welding
Prevents burning on of weld spatters •
Increases torch service life •

transparent

Compressed-Air 
Spray
OKS 2731

 For removing loose dirt particles at inaccessible points  •
during maintenance work in electronics, precision  
mechanics, optics and office equipment

colourless

Leak Detector
OKS 2800 / OKS 2801

For testing pressurised lines, fittings and containers •
 Suitable for use on pneumatic, oxygen and gas systems  •
as well as refrigerating machines

transparent
DVGW approval

Belt Tuning
OKS 2901

Can be used for all V-belts, round and flat belts •
Protects the belt against drying out •
Prevents slip and stops squeaking •

yellowish
to +80 °C

Cleaners Universal Cleaner
OKS 2610 / OKS 2611

 For lubrication and gluing points and for surfaces   •
with oily or greasy soiling
Evaporates quickly and residue-free •

colourless

Contact Cleaner
OKS 2621

 For cleaning distribution boards, switches, relays,   •
potentiometers, plug-in connections, sliding and screw 
contacts in electrical engineering and electronics

colourless

BIOLogic  
Industrial Cleaner
OKS 2650

 Aqueous cleaner for removing heavy oily, greasy and  •
sooty soiling
Biodegradable •

red

Fast cleaner
OKS 2660 / OKS 2661

Classic brake cleaner •
 For machine parts and surfaces with oily or   •
greasy soiling

colourless

Adhesive and  
Paint Remover
OKS 2681

 For the removal of sealants, paints and adhesives,   •
bitumen and tar splashes
 Can be used on metal, stainless steel, glass, wood   •
and ceramics

colourless

www.oks-germany.com

OKS Spezialschmierstoffe GmbH
Ganghoferstraße 47
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